
Protect You & Your Family

SELF-TEST GFCI
The Self-Test GFCI automates the process and performs a 
self-test every fifteen minutes. It adds an extra level of safety, 
testing itself to confirm that protected power is available. If 
the self-test detects any condition that would indicate GFCI 
protection might be compromised, visual indicators provide 
an alert. As an additional safeguard, the Self-Test GFCI is 
tamper-resistant to meet the latest National Electrical Code 
for child safety. All these robust features are packed into the 
slimmest GFCI profile on the market for easier installation in 
residential and commercial settings.

APPLICATIONS

Residential-Kitchens, bathrooms, garages, basements, 
laundry rooms, wet sinks, and other wet locations around the 
home where the risk of electrical shock is higher.

Educational facilities–Classrooms, restrooms, childcare sites, 
laboratories, dormitories and kitchens.  

Restaurants, Airports, Lodging and Retail Malls-Public 
bathrooms, general use and maintenance areas.

Commercial offices–Bathrooms, basement areas, hallways 
and kitchen facilities.

Public Areas-Wherever receptacles are required near wet or 
damp locations.

SPECIFICATIONS

·Amperage: 15 Amp/20 Amp

·Voltage: 125 Volt

·Surge Withstand: Meet the 2006 UL943 Surge Testing(3kA,6kV).

·NEMA: 5-15R/5-20R

·Pole: 2

·Wire: 3

·Trip Level: Class A, 5mA plus or minus 1mA

·Termination: Back and Side

·Grounding: Self-Grounding

·Strap Material: Galvanized Steel

·Standards and Certifications: UL Fed Spec

·Warranty: 2-year Limited
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UL-943 REVISIONS

1.Auto-monitoring(self-test) 
function: allows for periodic 
au tomat ic  tes t ing  o f  the 
GFCI device and its ability 
to respond to ground fault. If 
a problem is detected. The 
GFCI will disconnect power 
to anything connected to 
it or indicate that there is 
a problem using visual or 
audible means.

2.Line-load reversal function: 
if the GFCI is miswired with 
the line and load terminals 
reversed, i t  wi l l  not reset 
and supply power until it is 
properly wired. This applies 
both during initial installation 
and if the device is removed 
and reinstalled.

SELF-TEST INDICATORS

DIMENSIONAL DIAGRAMS

STATUS 
INDICATOR 
LIGHT

TRIP 
INDICATOR 
LIGHT

ACTION

Green Off None. GFCI is functioning normally.

Green Amber
Manually press the RESET button to power 
the device. If it does not RESET, Replace 
GFCI.

Off Amber Replace GFCI.

Red(Blinks) Off Replace GFCI.

Red(Blinks) Amber Replace GFCI. 

Off Off
Manually press the TEST button. Amber light 
should come on. Press the RESET button. If 
the GFCI does not RESET, Replace GFCI.

Terminal Screws
Withstand high-torque power tool 
installation & Prevents wire pullout

Trip Indicator Light
Red LED indication

Status Indicator Light
Green LED indication

Back and Side Wire
Two convenient wiring options
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Test/Reset Button
Press every month to assure proper 

operation

15A/20A Tamper Resistant 
Receptacle

Blocking access to the contacts unless 
a two or three-prong piug is inserted

Mounting Bracket


